RCA-IF6 


DUPLEX-DIODE PENTODE 


The 1F6 is a duplex-diode pentode 
consisting of two diodes and a pen- 
tode in a single bulb. It is recom- 
mended for service as a combined 
i lifer (radio-f 

detector, amplifier (radio-frequency, _ 
intermediate-frequency or audio-frequency), and automatic-volume-control tube in 
battery-operated receivers. For diode-detector considerations, refer to page 26. 


CHARACTERISTICS 
FILAMENT VOLTAGE (D. C.)...-- 2. eee eee eee eee 2.0 Volts 
FILAMENT CURRENT ..e.e ee ee co te eter sees 0.06 Ampere 
Grip-Penrtope PLATE CAPACITANCE (With shield-can) 0.007 max. ppf 
INPUT CAPACITANCE 2.0... eect eee reer eee eetes 4 ppi 
Output CAPACITANCE 2.0... cece reer eee cence 9 put 
BULB ccc cece ccc cere c ees c ence cette A E ST-12 
CAP neaei DORI eae Ate eae Oa aS S eden See a Se AG Small Metal 
BASE. orea aieia E or otayene aS ebro sie AO Gaia's eee ea aS Small 6-Pin 
Pentode Unit—As Class A R-F or I-F Amplifier 
PLATE VOLTAGE 2... cece cece eee e erect tee eeeee 180 max. Volts 
SCREEN VOLTAGE (Grid No. 2)...+---ee esse cree 67.5 max. Volts 
Grip Vouttace (Grid No. 1)..... cece eee e eee eee -1.5 Volts 
PLATE CURRENT ..esseseseeoee EEEE 2.0 Milliamperes 
SCREEN CURRENT oo. cece eee cece eee eet teenies 0.6 Milliampere 
PLATE RESISTANCE (Approx.)....+--+ eee eee eee 1 Megohm 
AMPLIFICATION FACTOR (Approx.)....+--+++s+eee- 650 
TRANSCONDUCTANCE ....eeeee Mo 8 See CRG eee tere 650 Micromhos 
TRANSCONDUCTANCE (At —12 volts bias)*......... 15 Micromhos 
Pentode Unit—As Resistance-Coupled A-F Amplifier 
PLATE- SUPPLY VOLTAGE ....esssse. 135 135 Volts 
SCREEN- SUPPLY VOLTAGE ..esesese 135 135 Volts 
D-C GRD VOLTAGE. ...sssesesceeas —1.0 —2.0 Volts 
Peak A-F Grip VOLTAGE........6. 0.64 0.62 Volt 
ZeERO-SIGNAL D-C PLATE CURRENT.. 0.42 0.42 Milliampere 
Max.-SicNaL D-C PLATE CURRENT.. 0.34 0.34 Milliampere 
PLATE RESISTOR .......sceeeeceees 0.25 0.25 Megohm 
SCREEN RESISTOR ......eeeeseeeeee 1 0.8 Megohm 
Loan RESISTANCE ....ssssesssceeee ** iá 
Grip RESISTOR .....eseseno 1.0 0.5 1.0 0.5 Megohm 
VOLTAGE AMPLIFICATION .... 48 43 46 41 
TOTAL Harmonic DISTORTION. 5 5 5 5 Per cent 
PEAK VOLTAGE OUTPUT...... 30.8 28 28 25.2 Volts 


*® The load resistance across which the output voltage is developed, consists of the plate resistor, 
coupling, condenser, and grid resistor of the following tube. 
+ For the following tube. * For cathode current cut-off. 
Diode Units 
The two diodes and the pentode are independent of each other except for the 
common filament. The two diode units are placed at the negative end of the 
filament. Operation curves for diode units are given under type 6B7. 


INSTALLATION AND APPLICATION 


Refer to INSTALLATION of type 1A6. The 1F6 is similar in application to 
type 6B8. The maximum value of resistance in the grid circuit of this tube should 
not exceed 1.0 megohm for any condition of operation. A family of plate charac- 
teristic curves is given on page 61. 
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